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50" North 1 - SDWall 1

PCB 0.135
Elevation 5.50
Depth Below Cap 1.0

Location N 2,103,790.80
E 6,070,451.14]

50' North 2 - SDWall 1'

PCB 0.160
Elevation 5.22
Depth Below Cap 1.3

Location N 2,103,775.48
E 6,070,434.70

Location N 2,103,758.43
E 6,070,416.41

50' North 3 - SDWall 1' PD-6
PCB 0.250 PCB 0.535
Elevation 5.12 Elevation 4.15
Depth Below Cap 1.4 Depth Below Cap 1.2

Location N 2,103,664.45
E 6,070,546.64

PD -1
PCB 0.372
Elevation 4.35
Depth Below Cap 1.3

Location N 2,103,484.64
E 6,070,690.65
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Location N 2,103,672.57
E 6,070,359.68

Location N 2,103,671.48
E 6,070,389.27

Location N 2,103,649.30

E 6,070,417.30

Location N 2,103,594.35
E 6,070,421.11

25' North 7 - SDWall 1' S1-SDWall 2' R1 NE-Corner 3' R1 W1-SDWall 2' W2-SDWall 2'
PCB 0.330 PCB 0.230 PCB 0.270 PCB 0.420 PCB 2.5
Elevation 5.20 Elevation 5.33| |Elevation 4.35| |Elevation 3.09 Elevation 2.47
Depth Below Cap 1.3 Depth Below Cap 1.2| | Depth Below Cap 2.2| |Depth Below Cap 3.4 Depth Below Cap  4.03

Location N 2,103,581.50
E 6,070,433.39
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PEDESTRIAN WALKWAYS
m TRASH ENCLOSURE AREA T (CONCRETE)
PLAN VIEW PLAN VIEW
. 4" PORTLAND CEMENT
6" PORTLAND CONGRETE
CEMENT CONCRETE
4" IMPORTED BASE ROCK
6" IMPORTED BASE
ROCK
~ =" 18" CEMENT TREATED
NATIVE SOIL
- = . (CONTAINING 5%
18" CEMENT TREATED
NATIVE SOIL PORTLAND CEMENT)
(CONTAINING 5%
PORTLAND CEMENT)
4/ NATIVE SOIL
NATIVE SOIL
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PAVEMENT DETAILS

3"AC ON 10"AB VEHICLE TRAFFIC AREAS
A

PLAN VIEW

ROCK

NATIVE SOIL

NATIVE SOIL

¥

VEHICLE TRAFFIC AREAS
PROFILE VIEW

3"AC ON 10-INCH AB

10" IMPORTED BASE

=" 18" CEMENT TREATED

(CONTAINING 5%
PORTLAND CEMENT)

2.5"AC ON 8"AB

PLAN VIEW

b

PARKING AREAS
PROFILE VIEW

= NATIVE SOIL

PD -2
PCB 0.940
Elevation 3.95
Depth Below Cap 1.4

Location N 2,103,422.13
E 6,070,623.77

PARKING AREAS

2"AC ON 4"AB

PLAN VIEW

SW - Bottom 6' R2

PCB 0.370
Elevation 1.41
Depth Below Cap 3.9

Location N 2,103,434.81
E 6,070,669.06

PEDESTRIAN WALKWAY AREAS
(ASPHALT)

PLAN VIEW

2.5" ASPHALT

2"ASPHALT

4" IMPORTED BASE ROCK

8" IMPORTED BASE ROCK

18" CEMENT TREATED

(CONTAINING 5%
PORTLAND CEMENT)

=" 18" CEMENT TREATED
NATIVE SOIL
(CONTAINING 5%
PORTLAND CEMENT)

10" NATIVE SOIL

1

NATIVE SOIL

NATIVE SOIL

PEDESTRIAN WALKWAY AREAS

/

(ASPHALT)

PROFILE VIEW

NATIVE SOIL
(CONTAINING 5%

NATIVE SOIL

b

LANDSCAPED AREAS
PROFILE VIEW

SOURCES: UNDERWOOD & ROSENBLUM, INC.

K2A ARCHITECTURE + INTERIORS
GRADING AND PAVING PLANS

LANDSCAPED AREAS

12" IMPORTED TOPSOIL

=" 18" CEMENT TREATED

PORTLAND CEMENT)

SOIL SAMPLE FAILED POLYCHLORINATED
BIPHENYLS (PCB) CRITERIA OF 0.130 mg/kg

LOCATION OF PCB AFFECTED SOIL
ENCAPSULATED FROM APPROXIMATELY 3 TO 8
FEET BELOW FINISHED GRADE

NEW CONCRETE SLAB

(6" REINFORCED PCC ON 6" CLASS 2 AB
ON 6" RECOMPACTED SUBGRADE (90%))
PER GEOTECHNICAL REPORT

NEW CONCRETE SLAB

(4" REINFORCED PCC ON 4" CLASS 2 AB
ON 6" RECOMPACTED SUBGRADE (90%))
PER GEOTECHNICAL REPORT

NEW AC PAVEMENT-TRAFFIC SECTION
(6"AC ON 6" CLASS 2 AB ON 6" RECOMPACTED
SUBGRADE (95%))

PER GEOTECHNICAL REPORT

NEW AC PAVEMENT-PARKING SECTION
(6"AC ON 4" CLASS 2 AB ON 6" RECOMPACTED
SUBGRADE (95%))

PER GEOTECHNICAL REPORT

NEW AC PAVEMENT-PEDESTRIAN SECTION
(2"AC ON 4" CLASS 2 AB ON 6" RECOMPACTED
SUBGRADE (95%))

PER GEOTECHNICAL REPORT

LANDSCAPING:

12" TOP SOIL OVER 10" CAP OF IMPORTED SOIL.
COMPACT CAP TO 90%. PLACE ORANGE WARNING
NETTING UNDERNEATH CAP.

RAT SLAB UNDERNEATH ALL MODULAR BUILDINGS:
2"AC ON 4" CLASS 2 AB

N

NN

mg/kg = MILLIGRAMS PER KILOGRAM

PROPOSED CHARTER SCHOOL SITE
1009 66 TH AVENUE, OAKLAND, CALIFORNIA

SITE PLAN SHOWING
PAVEMENT PLAN / CAP AND IN-PLACE
SOIL EXCEEDING PCB CLEANUP GOALS
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